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ABSTRACT

ARTICLE HISTORY

This study focuses on the issue of hot mix asphalt patch repairs, the performance of which is greatly
reduced by repair edge disintegration. This is caused by low interface temperatures which result in
poor repair bonding between ﬁll material and host pavement. Twenty-four pothole repairs, 45 mm in
depth, comprising 12 static and 12 dynamic repairs heated for 10 min 15 s and 21 min 49 s,
respectively have been investigated. Dynamic heating has been completed using an experimental
infrared heater. Temperatures were measured at 11 locations on the repair interfaces during the
pouring and compaction of the ﬁll mix. Volumetric of asphalt mixtures were also investigated. The
results demonstrated that for static repairs, the lowest maximum temperatures were located at corners
and on vertical repair boundaries. It was found that high thermal contact resistance in these interfaces
dramatically aﬀect the temperature levels. However, the ﬁgures improved in dynamically heated
repairs. Comparing dynamically heated repairs of 10 min 15 s and 21 min 49 s with static repairs,
showed average corner temperatures increase 10.85–24.45°C and 29.51–36.73°C, respectively, with
accompanying increases in vertical interface temperatures 34.97°C and 46.41°C, respectively.
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1. Introduction
One of the major distresses in asphalt pavement is potholes. They
can be locally developed and are created due to base or subgrade
failure, poor drainage and poor workmanship during construction
(Lavin 2003, Thom 2008). Hot or cold mix can be used as pothole
ﬁlling, nevertheless, cold mixes tend to be less durable than hot
ones. Usual compaction equipments are small and manually controlled rollers or vibrating plates (Thom 2008, Washington State
Department of Transportation 2017). Sometimes, both rollers
and plates are used to achieve the required density.
However, compaction of a thin layer of asphalt, such as that in
many patching operations, has been always a struggle since there
is not suﬃcient time available to compact the mix with temperatures reaching rapidly cessation levels (Thom 2008). Asphalt
mixture temperatures, wind velocity and environmental conditions at the time of the repair will aﬀect this rapid decrease
in temperature. Furthermore, fast cooling can be mainly
observed in the edges of the repair due to cold underlying asphalt
layer resulting in low dense interfaces and weak points prone to
premature failure (Dong et al. 2014, Byzyka et al. 2017b).
Heating the underlying layer, prior to pothole ﬁlling and
compaction, could possibly enhance the bonding between the
old cold pavement and the new hot-ﬁll mix and decrease early
edge disintegration and repair failure. Infrared, microwave or
induction heating systems are used for this purpose and studied
by other researchers (Clyne et al. 2010, Uzarowski et al. 2011,
Freeman and Epps 2012, Leininger 2015, Obaidi et al. 2017).
However, the use of heating technologies in pothole repair has

been studied mainly from on-site observations under adverse
weather conditions, not from laboratory tests. In addition, the
temperatures developed in the pothole repair interfaces have
not been thoroughly assessed and correlated to repair failure.
Deﬁning the distribution of temperatures in patching will determine eﬀective pothole heating procedures that could possibly
increase the repair bonding strength and durability.
As a result, the objective of this research is to quantify the
temperatures in the repair boundary during pothole ﬁlling
and compaction of static and dynamic repairs repaired using
infrared heat. The results will direct future research goals on
improving the performance and longevity of patching as a
result of pothole pre-heating with infrared heat.
In this study, static repair is a non-heated repair constructed
using common repair practice. Whereas dynamic repair is a
repair during which the empty pothole excavation has been
pre-heated with an experimental infrared heater prior to
ﬁlling and compaction. The heater is presented in Byzyka
et al. (2017a). Its main features include two plates that are
capable of heating asphalt independently by radiating heat at
diﬀerent heat powers; an advanced controller; and controlled
infrared heat application with heater being at diﬀerent oﬀsets
from the pavement, in motion or stationary above the repair.
The experiments were executed in a laboratory environment. Repair parameters such as pothole size, composition of
asphalt mixtures and temperatures of ﬁll mixtures were kept
the same to minimise their eﬀect on the performed repairs.
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Static and dynamic repairs were constructed as a pair in one
slab for simultaneous comparison of interface temperatures
between the repairs. The pothole cavities were artiﬁcially created. Therefore, the cutting, squaring up of the pothole excavation and its cleaning from water and debris that are usually
performed in common patching was not essential.

2. Experiments

The design of the described mixtures conforms to BS EN
13108, part 1 (British Standards Institution 2016b) and the binder complies with Manual of contract documents for Highway
works, Volume 1, Speciﬁcation for highway works (Department
of Transport 2008). The preparation of the aggregate, ﬁller and
bitumen prior to mixing, the asphalt mixing, and the control
procedure of the mix temperature conform with BS EN 12697,
part 35 (British Standards Institution 2016a).

2.1. Experimental program
Table 1 shows the executed experimental programme. Twelve
slabs named as S1-S12 were built, and 24 potholes were repaired:
12 static repairs and 12 dynamic repairs. In dynamic repairs, the
pothole excavation was pre-heated for 10 min 15 s and 21 min
49 s for diﬀerent repairs using the experimental infrared heater
described in Section 1. The heating times were derived from
authors’ previous work described in Byzyka et al. (2018). In
their paper, shallow and deep potholes were subjected to
dynamic heat for diﬀerent heater – pavement conﬁgurations
and the optimum heating method was found. The optimum
heating time for shallow repairs such as those presented in this
paper was found to be 10 min 15 s than 21 min 49 s. However,
by studying an extended heating time, it ensures a comprehensive investigation of infrared heat application in patch repair.
The tests of this paper were conducted in order to develop
an accurate temperature distribution proﬁle at the interfaces
of static and dynamic repairs. Six repetitions were performed
for measurement of temperatures at mid-depth points in the
vertical interfaces of static repairs. For the same type of repairs,
six repetitions were also performed for measurement of temperatures at points located at the bottom corners of the repair
and at the middle of the bottom repair interface. Whereas,
for a similar scope of tests, for the dynamic repairs, three repetitions were done per pre-heating time (Table 1).
2.2. Materials

2.3. Construction of slabs
A steel mould 700 mm × 700 mm × 150 mm was used to build
the asphalt slabs of this study with ﬁnal dimensions 695
(±5) mm × 695 (±5) mm × 100 (±5) mm (Figure 2). The slabs
were built upside down, in 12 asphalt batches of 7.6 kg each
and compacted in two lifts of 50 mm deep using a vibrating
plate in accordance with the Standard Code of Practice, New
Roads and Street Works Act 1991, Speciﬁcation for the Reinstatement of Openings in Highways (Department of Transportation 2010). The two lifts were bonded together by pre-heating
the compacted ﬁrst lift with the described infrared heater in Section 1 to an average surface temperature of 110°C (±10°C). The
pre-heating time was 3 min and was performed prior to placement of the second lift. Each lift was compacted for 7 min.
Two artiﬁcial pothole excavations were designed per slab. The
size of the excavations was 305 (±2) mm × 165 (±2) mm × 45
(±2) mm. They were created putting two steel pothole moulds
inside the slab mould prior to ﬁlling of it with asphalt mixture.
The moulds, marked as A and B in Figure 2, indicate static and
dynamic pothole repairs respectively. The moulds were removed
using the infrared heater after 19 h of the construction of the slab.
During the construction of the slabs, aluminium tubes of
4 mm in diameter (Metals4u 2018) were put at varying
locations inside the slabs. The tubes were used later to accommodate thermocouples for measurement of interface temperatures during the pothole repair operations. To measure

Twenty millimetre dense bitumen macadam (DBM) was used to
simulate existing asphalt pavement. The mix comprised of granite coarse and ﬁne aggregate and limestone ﬁller. The bitumen
used was 100/150 pen. The simulated potholes were repaired
with 6 mm dense graded mixture (AC-6). Figure 1 presents
the gradation curves of the slabs and the pothole ﬁll mixtures.

Figure 1. Gradation curves for asphalt mixtures.

Figure 2. Slab with pothole repairs: (a) moulds; (b) constructed slab; (c)
demoulded slab and pothole excavations; (d) constructed pothole repairs: A is a
static repair and B is a dynamic repair.
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Table 1. Experimental program.

Pothole size
300 mm × 160 mm ×
45 mm

Use of slab
Measurement of temperatures at the corners and
vertical repair interfaces

Measurement of temperatures at the corners and
bottom repair interfaces

temperatures in locations along the vertical repair interfaces,
the tubes were put in between the asphalt batches of the ﬁrst
lift of the slab. This was performed for slabs S1–S6 shown in
Table 1. Their positions were targeted to be in the middle of
the respective interfaces. Whereas, to measure temperatures
at the bottom of the repair, the tubes were placed at the top
of the compacted ﬁrst lift of the slab. This was performed for
slabs S7–S12 presented in Table 1.
2.4. Static Pothole repairs
Twelve static repairs were performed for this set of tests. Realtime temperatures were captured using 11 T-type
Table 2. Post-compaction thermocouple locations in the pothole excavation of
static repairs in accordance with the origin of the coordinate system shown in
Figure 3(a,d).
Coordinates (mm)
Thermocouple no.
T1
T2
T3
T4
T5
T6
T7
T8
T9
T10
T11

Slab no.

S1–S6

S7–S12

x
y
z
x
y
z
x
y
z
x
y
z
x
y
z
x
y
z
x
y
z
x
y
z
x
y
z
x
y
z
x
y
z

200.0 (±1.0)
28.5 (±3.5)
177.5 (±2.5)
205.0 (±5.0)
25.5 (±4.5)
90.0 (±1.0)
307.5 (±2.5)
29.5 (±3.5)
90.0 (±1.0)
405.0 (±5.0)
28.5 (±2.5)
90.0 (±1.0)
505.0 (±1.0)
26.5 (±3.5)
90.0 (±1.0)
505.0 (±1.0)
25.0 (±2.0)
175.5 (±4.5)
–
–
–
–
–
–
–
–
–
–
–
–
–
–
–

–
–
–
–
–
–
–
–
–
–
–
–
–
–
–
–
–
–
200.0 (±1.0)
28.5 (±3.5)
90.0 (±1.0)
247.5 (±7.5)
28.5 (±3.5)
175.0 (±1.0)
332.5 (±22.5)
28.5 (±3.5)
175.0 (±1.0)
456.5 (±6.5)
28.5 (±3.5)
175.0 (±1.0)
505.0 (±1.0)
28.5 (±3.5)
90.0 (±1.0)

Slab
no.

Pothole A
Static
repairs

S1
S2
S3
S4
S5
S6
S7
S8
S9
S10
S11
S12

✓
✓
✓
✓
✓
✓
✓
✓
✓
✓
✓
✓

Pothole B
10 min 15 s dynamically
heated repair
✓
✓
✓

✓
✓
✓

21 min 49 s dynamically
heated repair

✓
✓
✓

✓
✓
✓

thermocouples of 0.5°C accuracy (Omega 2016), four located
at the corners, four at the vertical repair interfaces and three
at the bottom of the repair. The thermocouples were inserted
in the aluminium tubes prior to commencing the repair of
the potholes. Temperatures were measured during the pouring
and the compaction of the ﬁll mix. The ambient temperature
was 20 (±3)°C and the starting temperature of the slabs, prior
to patching, ranged from 17°C to 26°C.
To capture the temperatures at the vertical repair interfaces
and corners, only the end of the thermocouples was exposed
in the pothole excavation (thermocouples T1–T6, Figure 3(b)).
Whereas, to capture the temperatures at the bottom of the repair,
the thermocouples were extended in the pothole excavation by
85 mm (thermocouples T7–T11, Figure 3(c)). Six repetitions
were executed for each temperature point measurement. The
post-compaction coordinates of the tubes and thus the corresponding thermocouple locations during the thermal tests are
given in Table 2. In this table, the sign ‘±’ for each location indicates the inclusive range of temperature point measurements
between slabs S1–S16 or slabs S7–S12. The coordinate system
for the thermocouple locations is shown in Figure 3(a,d). The
origin of the coordinate system is put on the top left corner of
the slab. The x-axis and z-axis are set to be the length
(695 mm) and width (695 mm) of the slab respectively. Whereas
the y-axis is put along the depth of the slab (100 mm).
The static repairs were done as follows: Tack coat was applied
in the pothole cavity 14 min prior to pothole ﬁlling to simulate
tack coat application of real-time pothole repair. Then, hot
mix asphalt was poured and evenly laid out. The mix was compacted for 6 min using a vibratory plate compactor. For the tack
coat, a thin layer and rapid setting solution of bitumen in solvent
was used. The temperatures of the ﬁll mixes were monitored
using an infrared camera Flir C2 (Flir 2018). These temperatures
are presented in Figure 4. The ﬁgure shows also mixture temperatures for dynamic repairs to be discussed in the next section.
Temperatures for slabs S1 and S2 not reported in Figure 4 are
due to error of the infrared camera during the measurements.

2.5. Dynamic pothole repairs using an experimental
infrared heater
Twelve dynamic repairs were constructed. The dynamic heating of the repairs was done using the optimum pre-heating
method discussed in Section 2.1. According to this method,
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Figure 3. Thermocouples in static and dynamic repairs completed for pothole A and B respectively: (a) slab and coordinate system for Table 2; (b) thermocouples T1–T6
for measurement of temperatures in the vertical interfaces of the pothole repairs; (c) thermocouples T7–T11 for measurement of temperatures in the bottom of the
pothole repairs; and (d) thermocouple routes from pothole excavations to data loggers.

dynamic heating is applied in heating–cooling cycles with the
infrared heater operating stationary above the pothole excavation with 6.6 kW heat power. The six repairs completed in
slabs S1–S3 and S7–S9 were pre-heated for 10 min 15 s. The
other six repairs completed in slabs S4–S6 and S10–S12 were
pre-heated for 21 min 49 s. The duration of each heating and
cooling times is shown in Figure 5.
The interface temperatures were captured using the same
T-type thermocouples as in the static repairs. This is shown
in Figure 3. The preparation of the thermocouples, the ambient
temperature during the repairs and the slab temperatures prior
to repair were the same with the static repairs previously
described. The ambient and slab temperatures were the same
because the static and dynamic repairs for each slab were performed the same day. In addition, the post-compaction coordinates of the tubes and thus the corresponding thermocouple
locations for dynamic repairs are given in Table 3. The origin

of the coordinate system is the same with that of the static
repairs shown in Figure 3(a,d).
The construction process of the dynamic pothole repairs
was done as follows. The infrared heater was put above the pothole excavation at an oﬀset of 230 mm. Then, dynamic heating
was applied. Immediately after pre-heating, the ﬁll material was
poured into the pothole excavation and compacted for 6 min.
No tack coat was used during these repairs. The mixture temperatures are shown in Figure 4. The temperatures captured in
the pothole excavation at the end of the two diﬀerent time
spans of dynamic heating are shown in Figure 6.

3. Volumetric of slabs and repairs
Slabs S1–S6 and their repairs were cored to evaluate the physical and mechanical properties of the test slabs. Nine cores were
obtained per slab and three cores per pothole repair. Thereafter,

INTERNATIONAL JOURNAL OF PAVEMENT ENGINEERING

5

where WT = total eight of asphalt mixture, gr; Wagg = weight of
aggregate, gr; WAC = weight of total asphalt binder, gr.


Gmb
× 100%
(2)
VTM = 1 −
Gmm
where VTM = voids in total mix, %.

4. Results and analysis
4.1. Volumetric

Figure 4. Pre- and post-compaction temperatures of pothole ﬁll mixtures for static
repair (Repair A) and dynamic repair (Repair B).

the bulk speciﬁc gravity (Gmb) was determined using AASHTO
T166, method A (American Association of State Highway and
Transportation Oﬃcials 2007). The maximum theoretical
speciﬁc gravity (Gmm) was calculated with Equation (1)
(Roberts et al. 1991) and the air voids content was found
with Equation (2).
Gmm =

WT
(Wagg /Gse ) + (WAC /Gb )

(1)

Table 3. Post-compaction thermocouple locations in the pothole excavation of
dynamic repairs in accordance with the origin of the coordinate system shown
in Figure 3(a,d).
Coordinates (mm)
Thermocouple no.
T1
T2
T3
T4
T5
T6
T7
T8
T9
T10
T11

Slab no.

S1–S6

S7–S12

x
y
z
x
y
z
x
y
z
x
y
z
x
y
z
x
y
z
x
y
z
x
y
z
x
y
z
x
y
z
x
y
z

505.0 (±1.0)
25.5 (±6.5)
519.0 (±4.0)
505.0 (±1.0)
27.5 (±2.5)
605.0 (±1.0)
402.5 (±2.5)
33.0 (±4.0)
605.0 (±1.0)
302.5 (±7.5)
28.5 (±3.5)
605.0 (±1.0)
200.0 (±1.0)
27.5 (±7.5)
605.0 (±1.0)
200.0 (±1.0)
24.5 (±5.5)
517.0 (±3.0)
–
–
–
–
–
–
–
–
–
–
–
–
–
–
–

–
–
–
–
–
–
–
–
–
–
–
–
–
–
–
–
–
–
505.0 (±1.0)
45.0 (±1.0)
605.0 (±1.0)
452.5 (±7.5)
45.0 (±1.0)
520.0 (±1.0)
350.0 (±5.0)
45.0 (±1.0)
520.0 (±1.0)
250.0 (±5.0)
45.0 (±1.0)
520.0 (±1.0)
200.0 (±1.0)
45.0 (±1.0)
605.0 (±1.0)

Figure 7 presents the air voids content of the compacted slabs
S1–S6 and of the static and dynamic pothole repairs built in
them. The ﬁgure shows values from the average of nine cores
per slab for all slabs and three cores per repair for all executed
repairs. The number of cores depended only on how many
cores could be taken from the constructed slabs and repairs.
The results show that the air voids content of the slabs ranged from 12.43% to 13.28% showing no signiﬁcant variation.
The standard deviation (SD) of slab air voids content was
found equal to 0.33%, 1.86%, 0.80%, 0.81%, 0.70% and 0.64%
for slabs S1, S2, S3, S4, S5 and S6, respectively. Lower air
voids content were observed for the executed repairs. Air
voids in static repairs (2.91– 6.70%) showed higher variation
than in dynamic repairs (3.56– 5.86%) although pre-compaction mix temperatures for static and dynamic repairs were
measured to be at similar levels (97.8 and 100.6°C in average,
respectively) and compaction time was also the same for all
repairs. The SDs of the air voids content of the six static repairs
built in slabs S1–S6 were found equal to 0.78%, 1.00%, 0.18%,
0.50%, 0.42% and 0.86%. The SDs of the air voids content of
the six dynamic repairs built in slabs S1–S6 were found equal
to 0.97%, 0.20%, 0.79%, 0.72%, 0.16% and 0.35%. Finally, it
should be noted that the eﬀect of pothole pre-heating in the
air voids of slabs and dynamic repairs was not investigated.
However, the issue was acknowledged by Norambuena-Contreras and Garcia (2016) in their study for the eﬀect of microwave and induction heating in asphalt mixture air voids and is
suggested by the authors for future study.
4.2. Temperatures in repair interfaces
The temperatures recorded at the repair interfaces are presented in Figure 8. The results present temperature proﬁle
over time and are divided into 11 graphs: one graph per thermocouple with positions given in Tables 2 and 3. For each thermocouple, the temperatures at the interfaces of static repairs
are reported together with temperatures for dynamic repairs.
Signal noise of thermocouples captured during the tests is
also presented. This was observed mainly during the compaction of dynamic repairs and for thermocouples located in corners and vertical sides of the repairs. The disturbance of the
thermocouples is attributed mainly to the softening of the
asphalt during pothole pre-heating and secondary to the aggregate reorientation and forces applied during compaction.
Between static and dynamic repairs with 10 min 15 s and
21 min 46 s pre-heating time, post-compaction temperatures
in the vertical interfaces averaged 33.35°C, 57.11°C and
69.85°C, respectively (see T1, T3, T4 and T6 in Figure 6.14).
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Figure 5. Dynamic heating cycle times for 10 min 15 s and 21 min and 49 s heating times.

Whereas, at the bottom of the repair (See T8-T10 in Figure 7)
temperatures averaged 62.89°C for static repairs, 81.04°C for
dynamic repairs with 10 min 15 s pre-heating time and
85.26°C for dynamic repairs with 21 min 46 s pre-heating time.
The lowest temperatures were observed at the corners of all
executed repairs. Points located at the bottom corner of the
repairs (T7 and T11 in Figure 7) averaged 22.57°C for static
repairs, 30.91°C for dynamic repairs with 10 min 15 s pre-heating time and 48.06°C for dynamic repairs with 21 min 46 s preheating time. There was a small increase in corner temperatures
at higher points along the vertical side of the repairs, increasing
from bottom to top. An average temperature 27.61°C was
measured for static repairs, 46.41°C for dynamic repairs with
10 min 15 s pre-heating time and 58.86°C for dynamic repairs
with 21 min 46 s pre-heating time.
As it was seen from the results, temperatures measured at
points located at the vertical repair interfaces of the static repairs

Figure 7. Air voids content of slabs S1–S6 and their corresponding repairs.

Figure 6. Temperature proﬁle over time in the empty pothole excavation at the end of dynamic heating.

INTERNATIONAL JOURNAL OF PAVEMENT ENGINEERING

were lower than that of dynamic repairs. This happened because
of the following. When two solid bodies of diﬀerent temperatures are in thermal contact, energy is transferred from the hotter
to the cooler body. At the interface of these bodies, there is a
temperature drop which is caused by surface roughness and
non-ﬂatness. In areas where there is a contact between the two
surfaces, heat is transferred by conduction. In the void spaces
of this interface, heat is transferred by convection and radiation.
Thus, the actual contact area is signiﬁcantly smaller than the
apparent contact area. This contact limitation at the interface
creates a thermal contact resistance (Janna 1999).

7

The inverse of thermal contact resistance is thermal contact
conductance. Thermal contact conductance can be calculated
by the ratio of the conductivity of the material over its thickness
and it is expressed in W/m2 K. The higher the thermal conductance, the lower the thermal resistance at the interface. Thermal
conductance is inﬂuenced by the characteristics of the two surfaces in contact such as surface deformation, surface cleanliness, surface roughness, waviness and ﬂatness (Gilmore
2002), the contact pressure between the two bodies and any
conducting ﬂuid (ﬂuids or gases) in the voids spaces of the
bodies’ interface (Cooper et al. 1969).

Figure 8. Temperature proﬁle over time for static and dynamic repairs during pothole mix ﬁlling and compaction.
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In non-heated repairs such as the case of static repairs built
it this study, low dense interfaces are created due to cold underlying layer pavement during placement of hot-ﬁll material
(Thom 2008). However, in pre-heated repairs such as the
case of dynamic repairs investigated in this study, the air
voids at the repair interfaces are decreased due to the pre-heating taking place prior to ﬁlling of the pothole excavation with
the hot-ﬁll material. Although this was not evaluated in this
study, past studies conducted by Huang et al. (2010) and Williams (2011) conﬁrm this.
Therefore, between static and dynamic repairs, higher air
voids at the interface of static repairs means less contact
areas exist between the slab and the ﬁll material and the repair
interface temperatures are lower than in dynamic repairs as
shown from the experimental results (Figure 8). The opposite
happens in dynamic repairs where due to pre-heating, the air
voids decrease, the contact areas increase and the repair interface temperatures increase too.
The results also showed that temperatures at the bottom of
the repair for both static and dynamic repairs were higher than
temperatures at the vertical sides of the repair. This is expected
to have happened because when compaction force is applied
during the repair, the pressure at the vertical interfaces of the
repair is expected to be less than at the bottom of the repair.
This increases the thermal resistance at the vertical interfaces
which consequently aﬀects the temperatures and creates cooler
vertical repair boundaries than the bottom of the repair.

Temperature increases in the interfaces of dynamic repairs is
expected to increase compaction eﬀectiveness, interface bonding and patching longevity. However, further investigation is
needed to prove this which would include the evaluation of
the interface shear strength and rutting resistance.
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References
5. Conclusions
In this paper, the advantage of controlled pre-heating of excavated asphalt surface prior to patch repair, referred as ‘dynamic
repair’ was investigated. Temperatures at the interfaces of static
repair (non-heated) and dynamic repair were investigated in
the laboratory using extractable thermocouples. Temperatures
were measured during the pouring of the ﬁll mixture into the
excavated potholes and compaction. The following conclusions
are drawn from the research:
Temperatures in the interfaces of hot mix asphalt pothole
repairs were non-uniformly distributed. The lowest temperatures were received in vertical interfaces and corners of the
repairs. This was evident mainly in static repairs.
Same amount of temperature increase was observed in
repair interfaces with initial air and slab temperatures 20
(±3)°C and 17°C–26°C, respectively.
Dynamic heating did not considerably increase temperatures
in corners of the repair. However, this ﬁgure was improved in
vertical interfaces along the length and width of the repairs.
Comparing dynamically heated repairs of 10 min 15 s and
21 min 49 s with static repairs, showed average corner temperatures increases 10.85–24.45 and 29.51–36.73°C respectively,
with accompanying increases in vertical interface temperatures
34.97°C and 46.41°C, respectively.
The low in temperature vertical interfaces of static repairs
was attributed to high thermal contact resistance in contrast
with the bottom of the repair.
The thermal contact resistance seemed to decrease in dynamic
repairs. This due to higher actual contact spots in the repair interface, lower air voids and lower thermal contact resistance.
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